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D1
H7

D2

D3h6

D4g6

D5

D6

D7

L1

L2

L3

L4

L5

L6

L7

L8

L9

L10

L11

C1＊

C2＊

C3＊

C4＊

C5
F6＊

C6＊

C7＊

C8＊

C9＊

B

H

PUR75

85

6.8

22

70

46.4

M8x1.25P

100

76

56

18

2

32

2

7

227

4.5

20.5

21.5

90

M6x1.0P

≦19/≦24

45

70

4

90

36

136

6

24.5

PUR100

120

9

32

90

59.6

M12x1.75P

138

105

88

28

2

40

5

10

260.5

6

30

31.8

115

M8x1.25P

≦24/≦32

53.5

95

6

115

48

174.5

10

35

PUR220

250

17

75

180

114.4

M20x2.5P

292

220

138

30

3

90

7

20

490.2

15

42

60

215

M12x1.75P

≦55

98.7

180

6

220

85

287.5

20

79.5

PUR180

215

13

55

160

94.5

M20x2.5P

239

180

112

27

3

70

6

15

414.7

8

48

44

200

M12x1.75P

≦50

78.8

114.3

6

180

65

247.5

16

59

PUR140

165

11

40

130

79.2

M16x2.0P

186

142

112

27

3

60

5

12

346.2

6

38

44.7

145

M8x1.25P

≦35

76.8

110

5.5

140

65

207

12

43

PUR60

68

5.5

16

60

34.4

M5x0.8P

80

62

48.5

18.5

1.5

25

2

6

166.7

4

16.5

22.5

70

M5x0.8P

≦14/≦19

34

50

4

60

33

108.8

5

18
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PUR140T

165

11

40

130

79.2

M16x2.0P

186

142

112

27

3

60

5

12

358.5

6

38

31.8

115

M8x1.25P

≦24/≦32

53.5

95

6

115

48

188

12

43

34.4

4

16.5

18

PUR180T

215

13

55

160

94.5

M20x2.5P

239

180

112

27

3

70

6

15

445.4

8

48

44.7

145

M8x1.25P

≦35

76.8

110

5.5

140

65

223.5

16

59

PUR220T

250

17

75

180

114.4

M20X2.5P

292

220

138

30

3

90

7

20

537.2

15

42

44

200

M12x1.75P

≦50

78.8

114.3

6

180

65

267.5

20

79.5

≦8/≦11
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3.7(3.3)
3.1

13.6
12.5

4.9
5.5

27
25.5

50
46

88
75

15-200

15-200

15-200

15-200

15-200
3-200

3-20

3-20

3-20

3-20

3-20

3-200

3-200

3-200

3-200

3-200

3-200

3-200

3-200

3-200

3-200

950
1500
1800
1620

1200
1200

340
500
600
500
530
470
430
54026013050 900 1500
530
430

600
600
600
600
600
600
600
600
560
530
480
430
430
560
530
480
430
430

180
240

180
240

180

240

14553

55 150

2.28

PUR-75 PUR-100

PUR-75T PUR-100T

 1. Applied to the output shaft center at 100 rpm.  
 

nominal input speed or 3000 rpm (if nominal input speed is higher than 3000 rpm) with no load.
2. Measured at 3000 rpm with no load. These values are measured by gearbox with ratio = 10 (1-stage) or ratio = 100 (2-stage) at      

   
※ The above figures/specifications are subject to change without prior notice. 
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