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Tilting Rotary Table For Turning and Milling Machine 
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MODEL
Worktable diameter
Center bore diameter
Height of table
Width of T-slot
Width of guide block

Clamping method / pressure

Max. table speed

Allowable 
loading 
capacity

In 
Horizontal

In Tilting
(0~90˚)

Allowable 
unbalancing
work moment

WxL

F

FxL

FxL

Allowable 
loading inertia

( W.D2

)8

Resolution
Indexing accuracy
Repeatability

R
100

2500 / 1843.91

10
4

T
50

4500 / 3319.03

20
4

Tilting angle range
Net weight (motor incl.)
Cooling system

Remark * : 1. Oil cooling device shall be connected and shared from the basic 3 axis standard machine.
2. DTFA: Rotary table mounted on M/C base.   DTFAI: Tilting axis mounted inside of MC column.

Ø70H7 / Ø2.76H7
250 / 9.84

18H7 / 0.71H7
-

hydraulic 4 / 580

300 / 661.39

300 / 661.39

300 / 221.27

40000 / 8992.36

2500 / 1843.91

4500 / 3319.03

9.4

0.001

+110 ~ -110

Oil cooling

Ø650 / Ø25.59 / Ø720 / Ø28.34

1450 / 3196.7 / 1500 / 3306.9

/ DTFAI-720EHDTFAI-650H
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Clamping torque 
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Unit

mm / inch
mm / inch
mm / inch
mm / inch
mm / inch

MPa / psi

min-1

kg / lb

kg / lb

N / lbs

kg.m2

deg.
sec
sec
deg.

kg / lb

N.m / ft. lbs.

N.m / ft. lbs.

N.m / ft. lbs.

N.m / ft. lbs.

FxL
When table
clamped

3. FxL When table clamped is a reference data, the users should consider proper safety factor or contact detron for details.

R
100
3000

10
4

T
50

6000

20
4

Ø800
Ø65H7

225
14H7

-

1000

1000

800

50000

3000

6000

20

0.001

-120 ~ +30
2500

油冷式(與機床共用冷卻)

D2TF-800H

hydraulic 4 / 580


